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1.0. Introduction 
This document provides installation and uninstallation procedures of the ACS CCID PC/SC Driver 
Installer for Mac OS X, and steps on how to get the card information using the ACS smart card 
reader. 

The latest device drivers of the ACS Smart Card Readers are available for download in the ACS 
Driver Download Webpage: 

http://www.acs.com.hk/en/drivers/ 

 

IMPORTANT: If you are using Mac OS® 10.9 or below installed with an older version of the driver 
installer, make sure that you uninstall the older version first before installing the ACS CCID PC/SC 
Driver Installer for Mac OS X version 1.1.0. 

http://www.acs.com.hk/en/drivers/
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2.0. Install the device driver 
Note: It is highly recommended that you install the driver using the ACS CCID PC/SC Device Driver 
installer. 

To install: 

1. Run acsccid_installer.mpkg file. 

 
 

2. The Setup Wizard will be displayed. Click Continue to proceed with the installation. 

 
 

3. The Read Me file will be displayed. Click Continue. 
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4. The License Agreement will be displayed. Click Continue. 

 
 

5. You will be asked to agree to the terms of the software license agreement. Click Agree to 
continue. 

 
 

6. Click Install to install the device driver to the default folder. Otherwise, click Change Install 
Location to choose your preferred destination folder. 
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7. You will be asked for your password. Type it in, and then click Install Software. 

 
 

8. A restart of your computer is needed once the device driver installation is finished. Click 
Continue Installation to proceed. 

 
 

9. Wait until the installation is finished. 
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10. Once the device driver is installed, click Restart to complete the installation process. 
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3.0. Connect a smart card reader to your computer 
Note: Make sure that the ACS USB PC/SC Driver is installed in your computer before connecting the 
smart card reader. 

To connect the reader: 

1. Plug in the connector of the smart card reader to a USB port of your computer. 
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4.0. Get Card ATR 
Note: Make sure that the smart card reader is connected to your computer before doing this 
procedure. 

To get the card ATR: 

1. Open the Terminal application. 

 
 

2. In the command line, type pcsctest, and then press Enter. 

 
 

3. The available readers will be listed. 

 
 

4. Key in the corresponding number of your smart card reader, and then press Enter. 
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5. Insert the card into the smart card reader. 

6. The ATR and other card information will be displayed. 
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5.0. Uninstall the device driver 
To uninstall: 

1. Open the Terminal application. 

Note: Make sure that the ACS CCID PC/SC Driver Installer is mounted in your computer. To 
mount, double click "acsccid_installer-1.1.0.dmg”. 

 
 

2. In the command line, type cd "/Volumes/ACS CCID PC:SC Driver Installer" 

 
 

3. To start the uninstallation, type sudo ./uninstall_acsccid.sh 

 
 

4. Type in your password when prompted. 

 

5. To complete the uninstallation, type sudo ./uninstall_pcscd_autostart.sh 

 
 
 
 
 
 
 
 
Mac OS is a trademark of Apple Inc. 
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